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TAGARNO seeing solutions

Focus on 
the monitor
In order to obtain the best possible image quality it is important 
to choose the right monitor. We off er a 22" monitor of high 
quality when it comes to both image quality and longevity. 
We recommend a widescreen monitor (16:9 format) with DVI 
input and 2 ms response time that supports HD 720p to achieve 
optimum image quality.
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The name Magnus is Latin in origin. It is an adjective and means 
'great', which is appropriate to a magnifi cation system. Moreover, 
a few great and not exactly unknown historical fi gures were also 
called Magnus – Karl the Great and Alexander the Great – whose 
Latin names are Carolus Magnus and Alexander Magnus. Naturally, 
we consider MAGNUS HD to be 'great'. It is a unique product that 
fi lls a void in the history of magnifi cation.

Why 
Magnus?
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Technical Speci� cations

MAGNUS HD
Dimensions: H: 46 cm, W: 30 cm, D: 48 cm

Weight: 5.1 kg

Power consumption: 14W

Storage: -20 - +60 C, 5 – 90 % RH

Operation: 0 – +45 C, 5 – 90 % RH

Working height: Min: 20 cm, max: 41.5 cm

Working depth: 37 cm

Monitor format detect: Yes

Connections: DVI output and DVI input, USB 2.0, SUB-D 9pol to control box

Zoom: 10x optical + 2x digital

Camera resolution: HD720p, 1280x720@50/60Hz

Auto focus: Yes

Iris: F1.8 til F26

XLINK control box
Dimensions: H: 1.2 cm, W: 6.9 cm, D: 10.6 cm

Functions: Zoom with auto focus and manual focus

XPRO control box and software
Dimensions (box): H: 4.5 cm, W: 12 cm, D: 15 cm

Functions: Zoom with auto focus og manual focus

Snapshot (image saving) function 

Iris and Gain adjustment

Split screen function

Memory function (Programmable key)

White balance adjustment

Lenses
Dimension: Ø 52mm
Lens Lens to object distance Magni� cation on 22" monitor
+3 330 mm 1,6x – 32,0x
+4 250 mm 2,2x – 41,0x
+5 200 mm 2,8x – 52,0x
+3 and +4 138 mm 3,9x – 73,0x
+3 and +5 120 mm 4,4x – 80,0x
+4 and +5 105 mm 5,0x – 95,0x
+5 and +5 100 mm 6,0x – 105x

Recommended monitor format
Panel format: 16:9
Connection: DVI-input
Response time: 2 ms 
Signal format: HD720p

Accessories
XLINK control box Table- and wall holder for monitor arm Circular tilting table
XPRO control box and software Keyboard holder XY table
HD 22" widescreen Lenses, +3, +4, +5 Aluminium case for transportation
Mounting arm for monitor Foot switch Cleaning kit
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